


Mosaic Colotrs
Available in mosaic only.

Field
2l2x10 GALS-/210

Uax 18 Mossic  GALS-/11M The two glaze colors are

blended on each tile of the mo-
saic sheet. The result is that each

Field Colors piece within the sheet is unique.

Available in trim & decoratives also. For example, some pieces with

*Bianco and Panna do not have the craquele finish glaze. both colors blended in varying

GALS1  Bianco* (White) degrees and some pieces glazed

GALS2 Panna* (Almond) with all the other color.

GALS3  Opalino (Aqua) GALS25 Panna/Laguna

GALS4  Oro (Gold)
GALS5 Laguna (Green)
GALS6G  Pepe (Brown)

Accent Color
Available in trim & decoratives only.
GALS7  Pewter

Trim

Available in field & accent colors.

GALS-/110SBN  1/2 x 10 Surface Bullnose

GALS-/A105 5” Quarter Round GALS13 Bianco/Opalino GALS73 Opalino/Pewter
GALS-/AC105 Beak

Moldings & Decoratives

GALS-/25TO

GALS-/22TOA GALS7  All Pewter GALS75 Laguna/Pewter
2 x 5 Toro

2x2 Toro Angolo

GALS-/MCO
3/4 x 10 Matita Capitello

GALS-/MB
1 x 10 Matita Bead

GALS74 Oro/Pewter GALS76 Pepe/Pewter

Usage and Installation

Listelli is intended for interior walls, if installing with a cement-based
adhesive, it is recommended to use a flexible setting material. All
substrates should be properly reinforced to be sure there is no move-
ment. For mortar installations, the mortar installations, the mortar

GALS-/210A0 bed has to be cured (less than 2% humidity) and has to have proper
21/2x 10 Alloro reinforcing.
G?IZS_/ 2?\20 Due to natural stresses in the glaze and external factors, craguele
21/2x 21/2 Alloro (crazing) will occur before, during and after installation. You will

not only see the visual craquele, but also hear a slight popping noise
as the crazing occurs. It is important to mix tiles within each carton
and from different cartons during installation for more accurate
shading, Expect shade differences between field, trim, moldings

and decoratives due to different shapes and production techniques.
The craquele finish will allow moisture to penetrate and can pick up
pigments from colored grouts. For general protection, tile should be
sealed before grouting, and re-sealed periodically.
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